
Repair Clamps                   

&                                          

Couplings 





F1 & FS1 (Stainless)

Single Stage Repair 

Clamp 

Sizes available range from 2” to 14”     

in lengths from 6” to 30” 

FC1 Couplings 

Designed specifically for joining  cast, 

ductile iron and PVC pipe. 

Diameters from 2” to 12”. 

 

Uni-Flange  

Provides fast economical method of adapt-

ing plain end pipe to attach to standard 

flange. For ductile iron 3” thru 12” stock. 

Bell Joint Clamps 

Economical method of repairing leaking 

bell joints. 

Stocking sizes to 12” 



Hymax Coupling 

Wide range coupling used for section 

replacement. Can connect two pipes of 

the same or different diameters and 

materials. Stocking1.25” thru 19.20”. 

Hymax Grip Coupling 

The same as Hymax but provides  

additional restraint capability. 

Stocking from 4.40” thru 9.40” dia. 

Hymax Versa Max 

Can be stab fit or wrapped around      

installation. Allows up to 3 degrees od 

dynamic deflection. Available to 70” dia. 



525 Compression Coupling 

A ductile or malleable iron coupling for 

Joining plain end steel and galvanized pipe 

of the same diameter from 1/2” thru 2”. 

 

226 Full Circle Clamp 

Fast economical repairs of full                   

circumferential breaks, holes and cracks. 

Stocked from 2.35” thru 14.10”                 in 

lengths to 30” 

244 Full Circle Redi-Clamp 

Repairs pin holes, punctures and splits in steel 

copper, PVC and HDPE. 

Stocked from 1/2” thru 2”. 

261 Repair Clamp 

A single all stainless band designed to provide 

360 degrees of leak repair pressure. 

Stocking 4.74” thru 11.44” 



274 Bell Joint Leak Clamp 

Seal and prevent leaks on cast iron         

bell and spigot ring joints. 

Stocking diameters 4.80” thru 17.80” 

441 OMNI Coupling 

For joining plain end pipe with the same 

or different OD’s by changing followers 

and gaskets. Suitable for use with steel, 

CI, AC, PVC and other. 

Available from 2” thru 16”. 

411 Steel Fabricated Coupling 

A bolted sleeve type coupling for joining 

plain end pipe of the same diameter. 

Pressures to 150 PSI 

Available from 1/2” thru 54” 



2100 Mega Flange 

A field adaptable wedge style restraint 

system. It has a restraint ring and gasket 

ring to give flexibility before and after in-

stallation. Stock from 4” to 16” 

912 Flanged Coupling  

Adapter 

For connecting plain end pipe to flanged 

valves or fittings. Compatible with Cast Iron 

Asbestos Cement, DI and PVC. 

Stocking from 3” thru 12”. 

When All Else Fails! 




